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LEVEL CONTROL

Bleeding and venting valve EB 1.12

MANKENBERG

) e

Continuous bleeding valve with DVGW approval for small to high flow rates

Technical data

Connection DN 25-100
Connection G 1/2-2
Nominal pressure PN 16
Operating pressure 0- 16 bar
Flow rate 248 Nmé/h
Temperature 130 °C
Medium liquids

Bleeding and venting valves remove air or gases from systems or pipelines
without requiring an external energy input. When a system is drained they
act as venting valves.

The EB 1.12 valves are compact and lightweight float-controlled valves for
water treatment (incl. ozone), pipelines, petrol tanks etc. They are manufac-
tured from deep-drawn stainless steel with excellent corrosion resistance.
The valve cone can be fitted with a soft or metallic seal. Top and bottom sec-
tions of the valve body are connected by a profile clamp and two bolts.

Top and bottom sections of the valve body are connected by a clamp ring
and two bolts. Servicing/maintenance is easy and does not call for special
tooling.

The simple design makes it easy to specify, install, handle and service these
valves in an industrial environment.

Valves for continuous bleeding must not be overdimensioned. If a larger
valve size is selected, a higher working pressure range with a correspond-
ingly lower flow volume should be chosen. In case of doubt, we shall be
happy to advise you.

On filter vessels the bleed connection is often located in the middle of the
vessel. If the flow volume is large and the distance between distribution fun-
nel and bleed connection small, the incoming water jet hits the bleed con-
nection. This will impair the efficiency of the bleed valve and can result in
water hammer. This problem may be avoided by installing a baffle or by
placing the bleed connection away from the centre.

» All stainless steel construction
» Quick-release body profile clamp

Options

B

Ozone-resistant design
Various seal materials suitable for your medium
Plastic coating for corrosive fluids

Special materials such as Duplex, Superduplex or titanium, others on re-
quest

Special connections: Aseptic, ANSI or JIS flanges, welding ends, other
connections on request

Special versions on request

B

B

Please send us your enquiry and allow us to advise you. Special designs on request.

Product

Picture similar

Technical specification

Pressure ranges [bar]

nominal diameter G 1/2-3/4

Pressure ranges 0-2 0-6 0-16
Pressure ranges [bar]

nominal diameter G1-2,DN25-100

Pressure ranges 0-2 0-6 0-10 0-16

Please state working pressure range when enquiring or ordering.

The pressure has always been indicated as overpressure. Mankenberg reserves the right to alter technical specifications without notice.
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LEVEL CONTROL

Bleeding and venting valve EB 1.12 MANKENBERG

N

Continuous bleeding valve with DVGW approval for small to high flow rates

Materials*

Design Standard

Nominal diameter G 1/2 -2, DN 25-50 DN 65-100
Temperature 130 °C 130 °C

Body Stainless steel Stainless steel
Body seal EPDM EPDM
Internals Stainless steel Stainless steel
Float Stainless steel Stainless steel
Valve seal EPDM Stainless steel
Profile camp Stainless steel Stainless steel

*all materials equal or of higher quality

Dimensions and weights

Dimensions [mm)] EB 1.12 G 1/2 - 3/4

size inlet female

G1/2 G 3/4 G1 G11/4 G112 G2
outlet male G 1/2A outlet male G 3/4A
A* 109 109 146 149 149 145
B 57 57 140 140 140 140
© 127 127 185 190 190 185
D 140 140 200 200 200 200

Dimensions [mm]
EB1.12 G1-2 DN 25-50

size nominal diameter
DN 25 DN 32 DN40 DN50 DN®65 DN 80 DN 100
outlet male G 3/4A

A* 161 163 165 164 250 255 257
B 140 140 140 140 113 113 113 C
C 200 200 205 205 295 300 305
D 200 200 200 200 265 265 265

*overall length tolerances in acc. with DIN EN 558

Weights [kg] G 1/2 - 2

inlet female
EB 1.12 DN &5 - 100
G1/2 G 3/4 G1 G11/4 G112 G2
0.8 0.8 2.6 2.6 2.7 3.1

Weights [kg] DN 25 - 100

nominal diameter
DN 25 DN 32 DN 40 DN 50 DN 65 DN 80 DN 100
35 4.2 4.2 5 11 11 12

=
m

Customs tariff number 1 |
84818059 ! 1

Please send us your enquiry and allow us to advise you. Special designs on request.
The pressure has always been indicated as overpressure. Mankenberg reserves the right to alter technical specifications without notice.
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LEVEL CONTROL

Bleeding and venting valve EB 1.12 MANKENBERG

N

Continuous bleeding valve with DVGW approval for small to high flow rates

Flow rate [Nm*h] G %2 - %

Ap bar pressure ranges bar *
0-2 0-6 0-16
0.1 3.1 1 0.3
0.2 4.4 1.4 0.4
0.5 6.8 2.2 0.6
1 8.6 2.8 0.7
2 12 42 1
4 7 1.7
6 9.8 24
8 &1
10 3.8
12 4.5
16 5.9
Flow rate [Nm*/h] G 1 - 2, DN 25 - 50
Ap bar pressure ranges bar *
0-2 0-6 0-10 0-16
0.1 14 6.4 4.1 3.1
0.2 20 9 5.7 4.4
0.5 31 13 8.9 6.8
1 39 17 11 8.6
2 59 26 16 12
4 44 28 21
6 61 39 30
8 50 38
10 62 47
12 53
16 73
Flow rate [Nm*/h] DN 65 - 100
Ap bar pressure ranges bar *
0-2 0-6 0-10 0-16
0.1 25 25 16 8
0.2 36 36 23 11
0.5 55 55 35 16
1 70 70 45 21
2 106 106 67 32
4 176 113 53
6 246 157 75
8 203 96
10 248 118
12 139
16 182

The quoted flow volumes apply to a fully open valve i.e. in start-up condition at 0 °C and 1,013 mbar. With continuous bleeding e.g. of filter vessels, the maxi-
mum flow volume is 30 % less on average.

Please send us your enquiry and allow us to advise you. Special designs on request.
The pressure has always been indicated as overpressure. Mankenberg reserves the right to alter technical specifications without notice.

Mankenberg GmbH

Spenglerstrasse 99 Phone: +49 (0) 451-8 79 75 0 info@mankenberg.de
D-23556 Luebeck | Germany Fax: +49 (0) 451-8 79 7599  www.mankenberg.com
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NIVEAUREGELUNG
Be- und Entlufter EB 1.12

MANKENBERG

) e

Dauerentlifter mit DVGW-Zulassung fur geringe bis groRe Durchsatze

Technische Daten

Anschluss DN 25-100
Anschluss G 1/2-2
Nenndruck PN 16
Arbeitsdruck 0-16 bar
Durchsatz 248 Nmé/h
Temperatur 130 °C
Medium Flussigkeiten

Beschreibung

Be- und Entlifter leiten Luft oder Gase aus Anlagen oder Rohrleitungen oh-
ne Fremdenergie ab. Beim Entleeren der Anlagen arbeiten sie als Bellfter.
Die Be- und Entlifter EB 1.12 sind schwimmergesteuerte, kompakte und
leichte Gerate fiir die Wasseraufbereitung (auch Ozon), Rohrleitungen, Ben-
zintanks usw.. Sie sind aus tiefgezogenem Edelstahl mit hervorragender
Korrosionsbesténdigkeit hergestellt. Der Ventilkegel ist weich- oder metal-
lischdichtend ausgefihrt. EB 1.12 ist in drei Gehausevarianten fir kleine,
mittlere und groRe Durchsétze erhaltlich.

Gehauseober- und unterteil sind nur durch Profilschelle und zwei Schrauben
verbunden, eine Wartung ist so schnell und ohne Spezialwerkzeug durchzu-
flhren.

Die unkomplizierte Technik erleichtert Planung, Montage, Handhabung und
Wartung im taglichen Industrieeinsatz.

Dauerentliifter diirfen nicht iberdimensioniert werden. Wird eine gréRere
Nennweite gewahlt, ist ggf. ein hdherer Arbeitsdruckbereich mit entspre-
chend geringerem Durchsatz bei Betriebsdruck zu wahlen. In Zweifelsfallen
beraten wir gern.

Bei Filterbehaltern ist der Entlliftungsstutzen haufig in der Mitte des Behal-
ters. Bei groRem Durchsatz und kleinem Abstand zwischen Verteiltrichter
und Entlufterstutzen trifft der Strahl des eintretenden Wassers in den Stut-
zen. Dies beeintrachtigt die Entlifterwirkung und kann zu Wasserschlagen
fihren. Durch ein Prallblech oder exzentrische Lage des Entlifterstutzens
kann dies vermieden werden.

» Komplett aus Edelstahl
» Gehéause-Schnellverschluss

Optionen

B

Ozonbestandige Ausfiihrung
Unterschiedliche Dichtungsmaterialien, passend fir Ihr Medium
Kunststoffbeschichtung flir aggressive Flissigkeiten

Sonderwerkstoffe wie Duplex, Superduplex oder Titan, andere auf Anfra-
ge

Sonderanschlisse:

Aseptik-, ANSI- oder JIS-Flansche, Schweienden, andere Anschlisse
auf Anfrage

Sonderausfiihrungen auf Anfrage

B

B

Produkt

Abbildung &hnlich

Technische Spezifikation

Arbeitsdruckbereiche [bar]

Nennweite G1/2-3/4

Arbeitsdruck bar 0-2 0-6 0-16
Arbeitsdruckbereiche [bar]

Nennweite G1-2,DN25-100

Arbeitsdruck bar 0-2 0-6 0-10 0-16

Arbeitsdruckbereich bitte bei Anfragen oder Bestellungen angeben.

Sprechen Sie uns an und lassen Sie sich beraten. Alle Druckangaben als Uberdruck angegeben. Sonderausfiihrungen auf Anfrage. Technische Anderungen vorbehalten.
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NIVEAUREGELUNG

Be- und Entliifter EB 1.12 MANKENBERG

N

Dauerentlifter mit DVGW-Zulassung flr geringe bis gro3e Durchsatze

Werkstoffe

Werkstoffe*

Ausfiihrung Standard

Nennweite G 1/2 -2, DN 25-50 DN 65-100
Temperatur 130 °C 130 °C
Gehause Edelstahl Edelstahl
Gehausedichtung EPDM EPDM
Innenteile Edelstahl Edelstahl
Schwimmer Edelstahl Edelstahl
Ventildichtung EPDM Edelstahl
Profilschelle Edelstahl Edelstahl

*Alle Werkstoffe gleich- oder hdherwertig

Abmessungen und Gewichte

Abmessungen [mm] EB 1.12 G 1/2 - 3/4

MalR  Eingangsmuffe

G 1/2 G 3/4 G1 G114 G112 G2
Ausgangszapfen G 1/2A Ausgangszapfen G 3/4A

A* 109 109 146 149 149 145

B 57 57 140 140 140 140

© 127 127 185 190 190 185

D 140 140 200 200 200 200

Abmessungen [mm]
EB1.12 G1-2 DN 25-50

MalR  Nennweite
DN 25 DN 32 DN40 DN50 DN®65 DN 80 DN 100
Ausgangszapfen G 3/4A

A* 161 163 165 164 250 255 257
B 140 140 140 140 113 113 113 C
C 200 200 205 205 295 300 305
D 200 200 200 200 265 265 265

*Baulangentoleranzen gemafl DIN EN 558
Gewichte [kg] G 1/2 - 2
Eingangsmuffe
G1/2 G 3/4 G1 G11/4 G112 G2
0,8 0,8 2,6 2,6 2,7 3,1

EB 1.12 DN 65 - 100

Gewichte [kg] DN 25 - 100

Nennweite
DN 25 DN 32 DN 40 DN 50 DN 65 DN 80 DN 100 c
3,5 4,2 4,2 5 11 11 12

Zolltarifnummer
84818059

Sprechen Sie uns an und lassen Sie sich beraten. Alle Druckangaben als Uberdruck angegeben. Sonderausfilhrungen auf Anfrage. Technische Anderungen vorbehalten.
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NIVEAUREGELUNG

Be- und Entliifter EB 1.12 MANKENBERG

N

Dauerentlifter mit DVGW-Zulassung flr geringe bis gro3e Durchsatze

Durchsatz [Nm*h] G %2 - %

Ap bar Druckbereiche bar
0-2 0-6 0-16
0,1 3,1 1 0,3
0,2 44 1,4 0,4
0,5 6,8 2,2 0,6
1 8,6 2,8 0,7
2 12 4,2 1
4 7 1,7
6 9,8 2,4
8 3,1
10 3,8
12 4,5
16 5,9

Durchsatz [Nm*h] G 1 - 2 DN 25 - 50

Ap bar Druckbereiche bar
0-2 0-6 0-10 0-16
0,1 14 6,4 41 &1
0,2 20 9 57 4.4
0,5 31 13 8,9 6,8
1 39 17 11 8,6
2 59 26 16 12
4 44 28 21
6 61 39 30
8 50 38
10 62 47
12 53
16 73

Durchsatz [Nm*h] DN 65 - 100

Ap bar Druckbereiche bar
0-2 0-6 0-10 0-16

0,1 25 25 16 8
0,2 36 36 23 11
0,5 55 55 35 16
1 70 70 45 21

2 106 106 67 32
4 176 113 53
6 246 157 75
8 203 96
10 248 118
12 139
16 182

Die angegebenen Durchsatzwerte gelten fiir das voll gedffnete Ventil, also im Anfahrzustand bei 0 °C und 1013 mbar. Bei stetiger Dauerentliftung, z.B. auf Fil-
terkesseln, ist der maximale Durchsatz um durchschnittlich 30 % geringer.

Sprechen Sie uns an und lassen Sie sich beraten. Alle Druckangaben als Uberdruck angegeben. Sonderausfiihrungen auf Anfrage. Technische Anderungen vorbehalten.

Mankenberg GmbH

Spenglerstralle 99 Phone: +49 (0) 451-8 79 75 0 info@mankenberg.de
D-23556 Libeck | Germany Fax: +49 (0) 451-8 797599  www.mankenberg.com
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RATIE
EPESIE EB 1.2

NEIRRERFEDVCWIRERNELBES IR

RARZH

#1 DN 25-100
#OG 1/2-2
AFRESPN 16
TYEEN 0 - 16 bar
FERAR=S 248 Nm®/h
mE 130 °C
N AR

B

BHFSHAEMIMNIEERNESH AR RENEE - REFENIFRES
WE -

BHFSE EB 1.12 29 EHINE RS EEE - BT KAB(ERERS) &
B AMES - BB MREENTSRRAFMARPMm - MEXAREH LR
TE - EB 1.12 et =MIREE /)N - - KSE -

B ETRE DB RENMRBARERE - £IPREELTHTHIE -
EAERMNEAREABTWHAPIAY - 2% - BREENEFERS -
ESBESMAS AR A - IREER THIANAREER - JEELIUEREUL T
EENTE—RIEEIBERNL/RE - NAF0 - RIVRSRHEZE -
WREwA - FSEOEBRERRPR - EAORE MO RS S S#0
BEIER/NEY - HARKSBFHAED - RINHSMRHASSH K - B
MR BES RS PO BB R XMIER -

RERCE

» BIARHAHN
» BRI RIEERE

o EAcE

» MEENKRT

» AERBEIMHR - BT AENER

» BN BEHIERIFHNERLDRE

» FIAFRHONARE - BRAXAEN - HLEE - HEMIEER
» FRED: TE - ANSISUISEZ - BiFE - HEEMIFEN
» BHRRITEER

BEMLEMRAH - TWHIRMEZZEETR - IAENBEIIRNRE - REEAR LWEEN -
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FUER

BARSH

T{EFESISEE [bar]

NIRER G 1/2-3/4

T{EEBE bar 0-2 0-6 0-16
TEEASEE [bar]

NRER G1-2,DN25-100

TAEE73EH bar 0-2 0-6 0-10 0-16
ABTERN ] M A H TEESEE -
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RALET

FEHFSIE EB 1.12

INBRRERIRF S DVGWHIT AR E LB S I

(RS}

e
ey
NRER
e
[GIRES
RAZ
AEB T
Schwimmer
)&
Rt
*PiAM AR E S E L

o
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G 1/2 - 2, DN 25-50 DN 65-100
130 °C 130 °C
BN AN
EPDM EPDM
BN BN
BN RN
EPDM AN
BN RN

MANKENBERG

N

Rt [mm] G 1/2 - 3/4
R~ AORBL

EB 1.12 G 1/ - 3/4

G1/2 G 3/4 G1 G11/4 G11/2 G2
HOSMEL G 1/2A HOIMEL G 3/4A
A* 109 109 146 149 149 145
B 57 57 140 140 140 140
C 127 127 185 190 190 185
D 140 140 200 200 200 200
R~ [mm]

EBE1.12 G1-2 DN 25-50

RY  AORRK
DN 25 DN 32 DN40 DN50 DNG65 DN 80 DN 100

HOSMEL G 3/4A
A* 161 163 165 164 250 255 257
B 140 140 140 140 113 113 113 S
C 200 200 205 205 295 300 305
D 200 200 200 200 265 265 265
* PR K EIREREREDIN EN 558
E=2[kg]G1/2-2
ACANEL G EB 1.12 DN 65 - 100
G1/2 G 3/4 G1 G11/4 G112 G2
0,8 0,8 2,6 2,6 2,7 3,1
E£ [kg] DN 25 - 100
A O RIRL
DN 25 DN 32 DN 40 DN 50 DN 65 DN 80 DN 100 C
815 4,2 4,2 5 11 11 12
BREmES
84818059
BHEUNEMRAR - FWHRMLZ R - IAENIBIEONESE - REBER EHTBEN -
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AT
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N NT=

BHESH EB 112 ——

INE KR EN T SDVGWIRERELE B SIR

BYE

ENE [NmYh] G % -%

Ap bar E38E bar *

0-2 0-6 0-16

0,1 3,1 1 0,3
0,2 4.4 14 0,4
0,5 6.8 2,2 0,6
1 8,6 2,8 0,7
2 12 4,2 1
4 7 1,7
6 9,8 2.4
8 3,1
10 38
12 4,5
16 59

LEMREEZRIIZIT - BE0°CHI013mbarfV LIRS T - FE/FEBFSIS T - (e ISR £ - SBYETI9E30 % -
BARE)WREEEZATESNENEE - IRTEENEEERSK  BEEEN) -

ENE [Nm¥h] G 1-2DN 25 - 50

Ap bar 7158 bar
0-2 0-6 0-10 0-16

01 14 6,4 4,1 3.1
0,2 20 9 57 4,4
0,5 31 13 8,9 6,8
1 39 17 11 8,6
2 59 26 16 12
4 44 28 21

6 61 39 30
8 50 38
10 62 47
12 58]
16 73

&3 E [Nm?/h] DN 65 - 100
Ap bar EI5EHE bar
0-2 0-6 0-10 0-16

0,1 25 25 16 8
0,2 36 36 28] 11
0,5 55} 55] 85} 16
1 70 70 45 21

2 106 106 67 32
4 176 113 53
6 246 157 75
8 203 96
10 248 118
12 139
16 182

BHEMEMRBS - TWHRMLZERTR - IEENBIEINERE - REEAR ERNESN -

Mankenberg GmbH

Sprenglerstrasse 99 Phone: +49 (0) 451-8 79 75 0 info@mankenberg.de
D-23556 Luebeck | Germany Fax: +49 (0) 451-8 79 7599  www.mankenberg.com
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